Circuit protection
Eaton ELQ-TD
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Combined MCB/RCD devices ELQ-TD

Features at a glance

e Combined MCB/RCD device

e Permanent connected neutral conductor (950mm)

e Rating breaking capacity 6kA

Complies with AS/NZS 3190:2016 and AS/NZS 3111:2009+A1-2
e Australian approval number NSW27675

Dimensions (mm)

Item no. Rating (A)  Sensitivity .
ELQ110C3TD 10 30mA LG STZE 35mwt , C-35-6 254
ELQ116C3TD 16 30mA / 3 o
ELQ120C3TD 20 30mA 3 2 i i
ELQ125C3TD 25 30mA 7 L 5 !
W u
ELQ132C3TD 32 30mA ﬁi"/\ﬁ -
ELQ110C1TD 10 10mA XZ: L
ELQ116C1TD 16 10mA 7 ‘ - |
ELQ120C1TD 20 10mA |3 ‘
ELQ125C1TD 25 10mA z "
ELQ132C1TD 32 10mA A @F
ELQ110C10TD 10 100mA
ELQ116C10TD 16 100mA MAXIMUM BARE
CABLE SIZE 16mm®
ELQ120C10TD 20 100mA
ELQ125C10TD 25 100mA 66
ELQ132C10TD 32 100mA 759
81.4
DIN Fuse back-up data
RCBO Breaking 'Ela::c;nul:ﬁ(stream Trt)r:e;‘:::;feesho rt Pre-arcing Total I’t @ Peak cut-off Watts
Item no. Capacity I prosp I’t (A%) 500V (A?%s) current @ 50kA Loss
tem no. circuit current ms
ELQ110CXTD 6 kA F5GG200U1 50 kA 97000 368,600 18 KA, 15W
ELQ116CxTD 6 kA F5GG200U1 50 kA 97,000 368,600 18 KA, 15W
ELQ120CxTD 6 KA F5GG200U1 50 kKA 97,000 368,600 18 kA, 15 W
ELQ125CxTD 6 kA F5GG200U1 50 kA, 97000 368,600 18 KA, 15 W
ELQ132CxTD 6 kA F5GG200U1 50 kA 97000 368,600 18 KA, 15 W
BS88 Fuse back-up data
RCBO Breaking E:;(;nLﬂ[')(stream T:‘J:eg:::":esho rt Pre-arcing Total It @ Peak cut-off Watts
Item no. Capacity It prosp 1%t (A2s) 415V (A%s) current @ 50kA Loss
em no. circuit current ms
ELQ110CxTD 6 KA TF160L 50 kKA 57000 135,000 17 kKA, 13W
ELQ116CxTD 6 kA TF200L 50 kA, 120,000 290,000 22 kA, 14 W
ELQ120CxTD 6 kA _ TF200L 50 kA 120,000 290,000 22 kA, 14 W
ELQ125CxTD 6 kA TF200L 50 kA 120,000 290,000 22 kA, 14 W
ELQ132CxTD B kA _ TF200L 50 kA _ 120,000 290,000 22 kA, 14W
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